
1746 West Crosby Road, Suite 108, Carrollton, Texas 75006 
Ph: 972-446-2247 Fax: 972-446-2176 

 
www.protectivepackaging.net 

Certified:  ISO 9001: 2015 
 
 

PROTECT 3SPOT 
5%-10%-60% Humidity Indicating Card   

DATA SHEET 
 
SPECIFICATIONS  
 
PRODUCT:                                Humidity Indicating Card  
 
ACTIVE INGREDIENT:             Cobalt Chloride 
 
DESCRIPTION:                         Three Humidity Indicating Spots on Blotting Paper 
 
PACKET DIMENSIONS:            Length: 3.000” ±0.031” 
                                                    Width: 2.000” ±0.031” 
 
REQUIREMENTS:                     JEDEC requirements (JSTD-033b, =/2% accuracy level)  
                                                   Meets requirements of MIL-I-8835 
 
SHELF LIFE:                              Two Years  
 
CARD MATERIAL:                      Blotting Paper 
 
PRINT:                                        Heavy black print on white  
 
 
The product will be packaged as follows: 

 125 cards per pint metal can with 20 grams of molecular sieve  

 Product label contains the following:  
o Manufacturer’s name  
o Description of desiccant  
o Quantity per container  
o Manufacture’s part number  
o Manufacture’s lot number  
o Date of manufacture  

 
 
 
 
Disclaimer 
The data presented refers to typical values only and should serve only as a guide and does not encompass 
normal variability or constitute any warranty. We urge purchasers to conduct tests for suitability in their 
specific end use. 
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